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إعلان طرح عطاء رقم
 م ش7/51/2025/ماكينة سياج/
شراء خط انتاج سياج جلفنايز

1. تعلن القيادة العامة للقوات المسلحة الاردنية – الجيش العربي /مديرية المشتريات الدفاعية عن طرح العطاء رقم م ش7/51/2025/ماكينة سياج الخاص بشراء خط انتاج سياج جلفنايز فعلى المتعهدين الراغبين بالاشتراك في هذا العطاء مراجعة مديرية المشتريات الدفاعية/ شعبة الامداد والتموين لشراء نسخة العطاء مقابل دفع مبلغ (25) خمسة وعشرون دينار أردني غير مستردة مصطحبين معهم سجل تجاري ورخص المهن سارية المفعول أو صور عنها على ان يكون المتعهد مسجل في نظام الفوترة الوطني الالكتروني.

2. يتم بيع دعوة العطاء يومياً ولغاية الساعه (1300) بعد الظهر من كل يوم ما عدا يوم الخميس والعطل الرسمية ويكون يوم الثلاثاء الموافق 16/12/2025 الساعه (1300) أخر موعد لبيع المناقصات.

3. تعاد المناقصات بواسطة الظرف المختوم الى مديرية المشتريات الدفاعية / سكرتير اللجان قبل الساعه (1300) يوم الاربعاء الموافق 17/12/2025 معززة بتأمين مالي مصدق بقيمة (3%) ثلاث بالمئة من قيمة المناقصة وكل مناقصة ترد بعد هذا التاريخ أو غير مرفق بها تأمين مالي تهمل ولا ينظر بها .

4. علمًا بان موقعنا على الانترنت هو www.jafdop.mil.jo (للاطلاع على المواصفات الفنية المطلوبة).
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الموصفات الفنية ماكنة صنع شيك سلك مزدوج عرض 2 متر 
[image: D:\49e7aeca-c595-4b49-8c2a-d0b83439b5c4.jfif]
الملحق "أ" 

[image: E:\الامداد جديد 2023\الملف الرئيسي\الإمداد\الهندسة\اسلاك شائكة 51-2025\المواصفات\e6abd2c8-b1f1-4687-b6cd-76496e9fbf8e.jfif]


الملحق "أ" 


[image: D:\061c4fae-9051-4f6a-ad59-2aece1fa1abf.jfif]
الملحق"أ" 
[image: D:\c63a4fb1-0782-49b5-998a-9c875e6b2f3a.jfif]


الملحق "أ" 
 [image: D:\e1a5cd70-873a-43db-bc55-0e301d057b29.jfif]



الملحق "ب" 


الشروط الخاصة :
1.	تلتزم الشركة بأرفاق دليل الصيانة وتعليمات التشغيل وبرمجيات الجهاز.
2. 	تلتزم الشركة عند تركيب الأجهزة في الموقع اختبار كفاءة الأجهزة التشغيلية.
3.	مكان التسليم: مصنع الأسلاك الشائكة / الزرقاء – الغباوي.
4.	التغليف مطابق لأساليب التغليف العالمية الصحيحة والمتعارف عليها والتي تضمن وصول اللوازم سليمة (اثناء حركة الشحن) الى مصنع الأسلاك الشائكة /الزرقاء – الغباوي.
5. 	اللوازم مطابقة للمواصفات الفنية المعتمدة لدى القوات المسلحة الأردنية الجيش العربي.
6. 	تلتزم الشركة بإجراء الصيانة الدورية اللازمة وعند الطلب من مصنع الأسلاك الشائكة لمدة (12) شهراً من تاريخ تركيب وتشغيل الماكينات.
7. 	تلتزم الشركة بتوفير قطع الغيار الاحتياطية للماكينات لمدة (5) خمس سنوات بعد انتهاء فترة الضمان البالغة (12) اثنا عشر شهراً مقابل الثمن إذا طلب ذلك.
8. 	تلتزم الشركة بتدريب داخلي للفنيين عند تركي الماكينات.
9. 	تلتزم الشركة بتوفير عينة ليتم فحصها في الجمعية العلمية الملكية وعلى نفقة الشركة الخاصة. 


مدة التسليم:

خلال (60) يوم ستون يوم من تاريخ التبليغ على النسخة موقعة ومصدقة من القرار
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After sales service
1.Test the machine before shipment

against B/L date.

2.Guarantee lime: one year since machine was at buyer's factory but within 18 months

3.Within guarantee time. if any components are broken under normal condition, we can
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Machine performance: I
1.Desligned for continuous working system as 24 hours. ]
2.Double wire input
3.Three sets mold for free

4.Long using time for mold |
5.Low tolerance for mold +/~1mm

6.Wire fencing capacity(speed):120m2/hour-(as result of tests 70mm mesh size)
7.Between 30mm-120mm of mesh size wire fencing

8.Can be used with kinds of galvanized or pve wire

Double wire feeding system with industrial | We adopt new design double wire cutling
soap lubrication system
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Wire mixing signal alarm
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Product name Double wire full automatic chain link fence machine
Model BM - double wire-2m width , b
Material Galvanized wire, pvc coated wire,black wire|
Wire tensie strength 300-1000N/m2 ;
Wire diameter 1.8mm-4.5mm
Fence heightrange | 500-2000mm
Hole size 25'25mm fo 100*100mm(one size one mold)
Production capacity 50-150m2hour
Motor ; 5.5 kw (main motor)

i 2.2kw (cut wire motor)

! 1.5kw (knuckle wire part)

! 0.75kw (roling part motor)
Vollage 380V/50HZ/3phase(customized)
Outside dimension 6.8'2.21.7m

22T

Weight

T
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|- Quotation for double wire chain link fence machine

Fully Automatic Chain Link Fence Machine can produce many different hole size of the mesh wit
different molds.The machine is controlled by PLC,we can set the length of the fence by PLC.Th

machine only need one worker for operating,
Whole chain link fence machine line include:main machine,chain link fence weaving molds,mesh

rolling machine,border wire twisted and wind machine,PLC control cabinetand all related
accessories.It couldstart production diretly afer insallation.

Technical Parameters:’

Mobile HT-GHW2000
Wire diameter 2.0-4.5mm
Mesh size 25425mm-100*100mm
Mesh width 500mm - 2000mm
Speed 50-150 m'/ hour 100kgs-200kgs / hour
Edge Knuckled or twisted
Servo motor 5.5KW

o Cutting wire motor 2.2KW
s Borer wire treating machine motor 1.SKW

Mesh rolling machine motor 0.75K W

Voltage 380V, SO0HZ (can customized)

Raw material Galvanized wire,PVC coated wire etc.

Power consumption akwh

6.8%2.2%1.7m

hine size

Weight 1800kgs

Mould 2 sets mould for fiee
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Double Wire Full Automatic Chain Link Fence Machine
The successful development of the fully automatic double wire chain link fence machine
has doubled the production efficiency of the chain link fence machine, but the
requirements for the \fvira and the control of the automatic weaving speed are high, and(
the tension and elasticity of the double wire must be uniform.

Chain link fence machine is a wire mesh machine that crochets low carbon steel wire,

stainless steel wire, aluminum alloy wire, PVC wire, and sprayed wire into chain link





