
















إعلان طرح عطاء رقم
 م ش7/50/2025/ماكينات الهندسة
شراء خط انتاج السلاسل المعدينة (الهيسكو)

1. تعلن القيادة العامة للقوات المسلحة الاردنية – الجيش العربي /مديرية المشتريات الدفاعية عن طرح العطاء رقم م ش7/50/2025/ماكينات الهندسة/ الخاص بشراء خط انتاج السلاسل المعدنية (الهيسكو)  فعلى المتعهدين الراغبين بالاشتراك في هذا العطاء مراجعة مديرية المشتريات الدفاعية/ شعبة الامداد والتموين لشراء نسخة العطاء مقابل دفع مبلغ (75) خمسة وسبعون دينار أردني غير مستردة مصطحبين معهم سجل تجاري ورخص المهن سارية المفعول أو صور عنها على ان يكون المتعهد مسجل في نظام الفوترة الوطني الالكتروني.

2. يتم بيع دعوة العطاء يومياً ولغاية الساعه (1300) بعد الظهر من كل يوم ما عدا يوم الخميس والعطل الرسمية ويكون يوم الاثنين الموافق 8/12/2025 الساعه (1300) أخر موعد لبيع المناقصات.

3. تعاد المناقصات بواسطة الظرف المختوم الى مديرية المشتريات الدفاعية / سكرتير اللجان قبل الساعه (1300) يوم الثلاثاء الموافق 9/12/2025 معززة بتأمين مالي مصدق بقيمة (3%) ثلاث بالمئة من قيمة المناقصة وكل مناقصة ترد بعد هذا التاريخ أو غير مرفق بها تأمين مالي تهمل ولا ينظر بها .

4. علمًا بان موقعنا على الانترنت هو www.jafdop.mil.jo (للاطلاع على المواصفات الفنية المطلوبة).
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الملحق " ب " 


الشروط الخاصة :
1.	تلتزم الشركة بأرفاق دليل الصيانة وتعليمات التشغيل وبرمجيات الجهاز.
2. 	تلتزم الشركة عند تركيب الأجهزة في الموقع اختبار كفاءة الأجهزة التشغيلية.
3.	مكان التسليم: مصنع الأسلاك الشائكة / الزرقاء – الغباوي.
4.	التغليف مطابق لأساليب التغليف العالمية الصحيحة والمتعارف عليها والتي تضمن وصول اللوازم سليمة (اثناء حركة الشحن) الى مصنع الأسلاك الشائكة /الزرقاء – الغباوي.
5. 	اللوازم مطابقة للمواصفات الفنية المعتمدة لدى القوات المسلحة الأردنية الجيش العربي.
6. 	تلتزم الشركة بإجراء الصيانة الدورية اللازمة وعند الطلب من مصنع الأسلاك الشائكة لمدة (12) شهراً من تاريخ تركيب وتشغيل الماكينات.
7. 	تلتزم الشركة بتوفير قطع الغيار الاحتياطية للماكينات لمدة (5) خمس سنوات بعد انتهاء فترة الضمان البالغة (12) اثنا عشر شهراً مقابل الثمن إذا طلب ذلك.
8. 	تلتزم الشركة بتدريب داخلي للفنيين عند تركي الماكينات.
9. 	تلتزم الشركة بتوفير عينة ليتم فحصها في الجمعية العلمية الملكية وعلى نفقة الشركة الخاصة. 


مدة التسليم:

خلال (60) يوم ستون يوم من تاريخ التبليغ على النسخة موقعة ومصدقة من القرار
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Equipment List

Welding machine GST-1500
2| CNC mesh dragging system 1 set
3 CNC control cabinet 1 set (

Auxiliary Equipment

_____Wire Straightening and Cutting Machine
Wire Diameter | 3.0-6.0mm
Speed 30m/min
Cutting length(minimum) Scm
Cutting length(max) 6m
Straightening motor 1.5KW
Cutting motor 0.75KW
Weight | 200KG
Outside dimension 1.1*0.5*1.2M
CBM 1CM3
Package term Plastic film outside
2sets

Suggest quantity
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Auxiliary Equipment

Wire Straightening and Cutting Machine

Wire Diameter 3.0-6.0mm _ -
Speed 30m/min _
Cutting length(minimum) Scm N
Cutting length(max) —— [6m S
Straightening motor 15KW B
Cutting motor | 0.75KW -

Weight | 200KG

Outside dimension 1.1°0.5°1.2M -
cBvM 1CM3 ’”"
[ Package term ~ | Plastic film outside -~
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1 Max welding wire diameter 5+5mm Lowssarbon cold:diawriwi

2 Wee diamter A50m The matera srface & s of of,
3 Line wire feeding Pre-cut vire st usl;and oxides

4 Cross wire feeding Pre-cut wire

5 Line wire space 70-200mm Mechanically adjustable

6 Cross wire space 50-200mm CNC program adjustment

Mesh length 600-2300mm Adjustable

8 Mesh width 1500mm Adjustable

9 Welding spot 22pcs

10 Welding speed 30-50times/min

1 Welding method ";"i;';’n';:?"‘nﬁzf:g

12 Control method FLS progreniinieg

13 Welding control MicrocoTpter cono)

14 Welding transformer 150KVA*6

15 External wr‘a‘s:gg: fluctuation 10%
16 Supply voltage 380V 3 phase 5oHz | EXtemal e sUpply grestac thian
17 Cooling method Water cooling I

18 Drive mode electrical

19 Dimensions 85002850*1850mm
20 Weight 5.5T
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The Hesco wire mesh welding machine adopts power electronic
synchronous control technology. The welding time and sub-control
welding are managed by the automatic control system, with human-

3 machine interface, intelligent and humanized operation. The welding

* .ansformer is separated during welding to reduce the requirements for
the power transformer.

1. The control system adopts PLC automatic control system, and the
touch screen can directly input and display the equipment operation
parameters, and the operation is intelligent and simple.

2. Cross wire hopper: The cross wire adopts CNC hopper continuous
feeding device to automatically drop the wire.

3. Line wire feeding mechanism: The line wire adopts coil wire and is
straightened by the straightening mechanism before welding.

4. Net pulling mechanism: The Maxim servo motor is equipped with a
planetary reducer to drive the net pulling device, which ensures the

( ~tability of the system and the standardization of the welding mesh size.
/-\utomatlc reciprocating net pulling can realize the production of extended
mesh and reduce the workload of manual labor.

5. The water-cooled welding electrode and the new epoxy resin cast
water-cooled welding mesh special transformer are used, which are small

1
(

in size and high in safety and reliability compared with traditional
transformers.

6. Low-voltage electrical appliances use well-known brands such as
Schneider, Tianzheng, and Delixi to ensure efficient and stable operation
of the equipment.

7. Cutting mechanism: Automatically cut the mesh through CNC control.
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Model

GST-2m

Material

Galvanized wire black wire

Wire tensile strength

300-1000N/m2

Wire diameter

1.5-4mm

Production capacity

6m/minute(different hole size different capacity)

Concertina wire distance Max 40mm
Hole-size 25-50mm-|

Motor 2.2kw 0.75kw

Voltage 380V/50HZ/3phase(customized)

Outside dimension

4.6m*0.8m*1.2m(L*W*H)

Weight

300kg





