الملحق (ب) لدعوة العطاء رقم م ش ع 5/60/66/2025

المواصافات الفنية والشروط الخاصة والكميات.


1.  الشروط الخاصة:
1. يجب ان تكون المواد المعروضة صالحة وجديدة 100% وغير مجددة.
2. تضمن الشركة المحال عليها اللوازم خلوها من سوء المصنعية لمدة لا تقل عن (12) شهراً من تاريخ الاستلام النهائي للوازم وقبولها.
3. يجب ان يتم تسعير المواد على اساس التوصيل الى مستودعات اللاسلكي الرئيسية /الزرقاء – وادي الحجر.
4. في حال توريد اللوازم المحالة من خارج المملكة فيتم الشحن الى مطار الملكة علياء الدولي او ميناء العقبة فقط ويتم نقلها الى قيادة مستودعات اللاسلكي الرئيسية من قبل الشركة وعلى نفقتها ويحق للقوات المسلحة الاردنية-الجيش العربي رفض استلام اية مادة يتم شحنها بطريقة مخالفة وتغريم الشركة بدل العطل والضرر الذي لحق نتيجة ذلك واية غرامات اخرى.
5. لن يتم النظر في اي عرض لا يكون مبين فيه جميع المواصفات الفنية المطلوبة ومدى التزام الشركة بجميع الشروط.
6. على الشركة ارفاق كافة النشرات الفنية والوثائق التي تثبت مطابقة المواد المعروضة لما هو مطلوب في العطاء مع تأشير المواصفات الفنية المطلوبة بدعوة العطاء عليها.
7. تلتزم الشركة المحال عليها اللوازم بالاستبدال الفوري للوازم المعطلة في حال سوء المصنعية.
8. تلتزم الشركة المحال عليها العطاء بتسليم نسخة الكترونية (CD) وكشوفات ورقية تبين (S.N) لجميع القطع التي يتم توريدها الى مستودعاتنا عند توريد المواد. 
9. على الشركة بيان بلد المنشأ للمواد المعروضة وتلتزم الشركة المحال عليها اللوازم مدار بحث هذا العطاء بتقديم شهادة منشأ صادرة ومصدقة من الغرفة التجارية في بلد المنشأ.
10. تلتزم الشركة المحال عليها اللوازم بتقديم كفالة صيانة للوازم الموردة لمدة لا تقل عن (24) شهر من تاريخ الاستلام النهائي للوازم وقبولها.
11. تلتازم الشركات المناقصة بتأمين عينة من المواد المعروضة عند الطلب وقبل الإحالة لدراستها واختبارها والتأكد من صلاحيتها للعمل في القوات المسلحة الأردنية.
2. المواصفات الفنية والكميات لمقاسم الميدان Tactical Field Exchange – Technical Specifications

	Item
	Specification

	Equipment Name
	Portable Manual Telephone Exchange (Field PBX)

	Quantity 
	(30)

	Purpose
	To connect and manage voice communication between field telephones (TA-312/PT or similar) and field switchboards (SB-22/PT) in tactical communication networks.

	Subscriber lines
	Up to 36 two-wire subscriber lines

	Network / trunk lines
	4 trunk lines

	Connection Type
	2-wire analog operation using standard binding posts for easy connection of field cables (WD-1/TT or equivalent).

	Switching method
	Manual cord connection by operator

	Operating Modes
	L.B. (Local Battery) – Subscriber set provides its own battery (3–6 V DC); signaling by hand-crank magneto (≈ 70–90 V AC). Used for remote field telephones.
C.B. (Central Battery) – Exchange supplies –24, or 36 or 48 V DC line voltage.
CBS (Common Battery Signaling) – Hybrid mode allowing mixed L.B. and C.B. operation on the same exchange.

	Signaling Type
	AC magneto - ring signaling telephones connected in L.B mode

DTMF Dialing – Using tone-dial telephones connected in C.B. mode

	Power Supply
	24 ,or 36 or 48 V DC

	Construction
	Rugged field case with carry handles

	User Interface
	Simple operator panel with handset/headset, line status indicators.

	Accessories
	ALL accessories necessary to operate the device (such as batteries) and to connect it to external lines (such as binding posts distribution box).

	Documentation & Warranty
	Complete Operator and Maintenance Manuals, wiring diagrams, spare parts list

	Training
	
Training course for engineers & technicians                              (5 days/ 5 persons) (Covering All: Travelling Tickets, Accommodations, Transportations, Medical Insurance, etc… ).
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